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Terostat 33

Resistant against mold•	

Dries to form a highly flexible, solid sealant•	

Transparent silicone allows mixing with •	
solvent based paint

Non corrosive •	

Applications: 

For joint sealing on steel, aluminium, paint, 
unplasticized PVC, ceramics, glass, enamel, 
etc. Use any type of professional dispensing 
tools for application; best with PowerLine II or 
Electraflow gun.

Terostat 33 Loctite® 595 Loctite® 5940 

Loctite® 595

Bonding, sealing and protecting of •	
components subjected to shock, constant 
vibration, twisting, flexing, thermal 
expansion and contraction

Applications: 

Suitable for glass, metal, ceramics, composites, 
and most plastics.

Loctite® 5940

Room temperature vulcanising (RTV) silicone•	

High temperature protection•	

Applications: 

For bonding and sealing in automotive and 
household electrical appliances.

Product Base 1C Silicone, alkoxy 1C Silicone, amine 1C Silicone, acetoxy 1C Silicone, acetoxy

Temperature resistance -40 °C to 150 °C -40 °C to 150 °C -55 °C to 250 °C -55 °C to 250 °C

Colour Transparent / black Transparent / white / grey / black Clear Black

Odour Odourless Amine Acetic Acetic

Skin-over time 5 to 7 min.  5 to 7 min.  10 to 15 min. 15 to 20 min.

Pack sizes 	 IDH No.

Cartridge Transp. 310 ml 150331
Cartridge White 310 ml   192501
Cartridge Grey 310 ml      79230
Cartridge Black 310 ml     96572

Pack sizes 	 IDH No.
Blister card 40 ml 1123422
Tube 100 ml 1126642
Cartridge 300 ml xxx

Pack sizes 	 IDH No.
Blister card 40 ml 1123347
Tube 100 ml 1126635
Cartridge 300 ml xxx
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Terocore® 1401 Loctite® 3430 Loctite® 3463

Product Base 2C Epoxy resins 2C Epoxy resins 2C Epoxy resins 2C Epoxy stick

Application Warm Warm Room temperature Room temperature

Pot life ca. 90 min. ca. 90 min. 5 min. 5 min.

Terocore® 1401

For reinforcing of weak body parts•	

Strengthens hollow structures and •	
reinforces large surfaces

Low density foam achieves great weight •	
savings

Applications:

High strength reinforcement foam to 
enhance the structural rigidity of car bodies 
in crash zones, following OEM repair 
methods. Application only with PowerLine II 
or Electraflow gun. Easy application with 
universal cartridge and static mixer.

Loctite® 3430 – Fast Epoxy

For general purpose applications•	

Can be cured at low temperatures  •	
and as thick coating

Waterproof and impact resistant•	

Allows over-painting•	

Temperature resistance from -40 °C to •	
+120 °C

Applications:

Bonds a wide variety of similar or dissimilar 
substrate combinations e.g. metals, marble, 
ceramics, glass, stone, wood, concrete, 
plastics.

Loctite® 3463 – Metal Magic Steel™ Stick

Kneadable epoxy adhesive •	

Adheres to moist surfaces and cures even •	
under water

Resistant to corrosion and most chemicals•	

Steel-filled product•	

Applications:

Ideal for fast but long-lasting emergency 
repairs. Can be drilled, sanded and painted 
after curing.
Repairs small cracks in housings, rebuilds 
damaged thread holes, etc.

Pack sizes 	 IDH No.

Cartridge 175 ml         776176

Pack sizes 	 IDH No.

Syringe 24 ml 142517

Pack sizes 	 IDH No.

Stick 114 g 265628




